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21 _ READING OF OBJECT DATA 

22 _ READING OF DISPLACEMENT DATA 
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(57) Abstract: The invention relates to a method and a device for warning the 
driver of a motor vehicle of a traffic situation with a high collision risk. Ac- 
cording to the invention, signals of at least one object detector, which represent 
the displacement variables of detected objects, in addition to the signals of at 
least one displacement sensor system of the driver's vehicle, can be fed to an 
evaluation device. The calculation unit calculates displacement trajectories for 
a predetermined duration for all detected objects and the driver's vehicle, taking 
into consideration maximum acceleration or deceleration values and maximum 
temporal modifications to acceleration or deceleration values. If an imminent 
collision is identified, the driver is issued with a warning that greater acceler- 
ation or deceleration values and/or temporal modifications to acceleration or 
deceleration values are required, in order to avoid a collision. 

(57) Zusammenfassung: Es wind ein Verfahren und eine Vorrichtung vorge- 
schlagen, die den Fahrers eines Kraftfahrzeugs warnen, dass eine Verkehrssi- 
tuation mit erhohtem Kollisionsrisiko vorliegt Hierzu sind einer Auswerteein- 
richtung Signale mindestens eines Objektdetektors zufuhrbar, die Bewegungs- 
grossen detektierter Objekte reprasentieren, sowie Signale mindestens einer ei- 
genen Bewegungssensorik zufuhrbar. Die Berechnungseinrichtung berechnet 
fur eine vorbestimmte Zeitdauer fur alle detektierten Objekte und fur das eigene 
Fahrzeug Bewegungstrajektorien unter Beriicksichtigung maximal er Beschleu- 
nigungswerte bzw. Verzogerungswerte und maximaler zeitlicher Beschleuni- 
gungsanderungswerte bzw. Verzogerungsanderungswerte, voraus, und gibt bei 
Erkennen, dass eine Ko ll is ion bevorsteht, dem Fahrer eine Warnung aus, dass 
hohere Beschleunigungswerte bzw. Verzogerungswerte und/oder Beschleuni- 
gungsanderungswerte bzw. Verzogerungsanderungswerte notig sind um eine 
Kollision zu vermeiden. 
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